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316SS
Part #:

NPT
Size

PSI Water, 
Oil, Gas-WOG

SV-025 1/4” 1000 PSI
SV-038 3/8” 1000 PSI
SV-050 1/2” 1000 PSI
SV-075 3/4” 1000 PSI
SV-100 1” 1000 PSI
SV-125 1-1/4” 1000 PSI
SV-150 1-1/2” 1000 PSI
SV-200 2” 1000 PSI
SV-250 2-1/2” 1000 PSI
SV-300 3” 1000 PSI

Brass
Part #:

NPT
Size

PSI Steam,
Saturated

PSI Water, 
Oil, Gas-WOG

BV-025 1/4” 125 PSI 400 PSI
BV-038 3/8” 125 PSI 400 PSI
BV-050 1/2” 125 PSI 400 PSI
BV-075 3/4” 125 PSI 400 PSI
BV-100 1” 125 PSI 400 PSI
BV-125 1-1/4” 125 PSI 400 PSI
BV-150 1-1/2” 125 PSI 400 PSI
BV-200 2” 125 PSI 400 PSI
BV-250 2-1/2” 125 PSI 400 PSI
BV-300 3” 125 PSI 400 PSI
BV-400 4” 125 PSI 400 PSI

No.  BV - BRASS BALL VALVES

No.  GV - BRASS GATE VALVES
These gate valves are constructed of heavy duty cast brass.  Body and bonnet are connected with a tight metal 
to metal leak proof seat.  It has a screwed bonnet, non-rising stem, solid wedge disc, and integral seats.  Rec-
ommended for non-steam use in commercial and residential applications.  May be repacked while in service 
under pressure.

Part #: NPT
Size

Water, Oil, 
Gas- WOG

GV-025 1/4” 150 PSI
GV-038 3/8” 150 PSI
GV-050 1/2” 150 PSI
GV-075 3/4” 150 PSI
GV-100 1” 150 PSI
GV-125 1 1/4” 150 PSI
GV-150 1 1/2” 150 PSI
GV-200 2” 150 PSI
GV-250 2 1/2” 150 PSI
GV-300 3” 150 PSI
GV-400 4” 150 PSI

These 2 piece ball valves are constructed of forged 
brass.  Designed for commercial and industrial use 
on steam, water, oil or gas.  The conventional port 
ball valve has excellent flow characteristics.
* Note:  Also available in UL Listed.

No.  SV - STAINLESS STEEL BALL VALVES
These 1 piece ball valves are constructed of stain-
less steel.  Designed for commercial and industrial 
use on water, oil or gas.  The conventional port ball 
valve has excellent flow characteristics.
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