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No. FFG - FULL FACE PIPE FLANGE GASKET
Standard thickness is 1/8”, also available in 1/16” please specify when ordering.
Additional ring gasket materials are available, but not listed on this page.
** Note: Chrystolite Gaskets are Non-Stock, Special Order.
Nominal | 150# full face | 150# full face Non-Asbestos Compressed PTFE
Pipe Size gasket ID gasket OD Part #: Chrystolite Part #: Part #:
1/2” 27/32” 3-1/2” FFG-150NA-050 FFG-150A-050 FFG-150T-050
3/4” 1-1/16” 3-7/8” FFG-150NA-075 FFG-150A-075 FFG-150T-075
1” 1-5/16” 4-1/4” FFG-150NA-100 FFG-150A-100 FFG-150T-100
1-1/4” 1-21/32” 4-5/8” FFG-150NA-125 FFG-150A-125 FFG-150T-125
1-1/2” 1-29/32” 5” FFG-150NA-150 FFG-150A-150 FFG-150T-150
2’ 2-3/8” 6” FFG-150NA-200 FFG-150A-200 FFG-150T-200
2-1/2” 2-7/8” 77 FFG-150NA-250 FFG-150A-250 FFG-150T-250
3’ 3-1/2” 7-1/2” FFG-150NA-300 FFG-150A-300 FFG-150T-300
3-1/2” 4” 8-1/2” FFG-150NA-350 FFG-150A-350 FFG-150T-350
4’ 4-1/2” 9” FFG-150NA-400 FFG-150A-400 FFG-150T-400
4-1/2” 5” 9-1/4” FFG-150NA-450 FFG-150A-450 FFG-150T-450
5” 5-9/16” 10” FFG-150NA-500 FFG-150A-500 FFG-150T-500
6” 6-5/8” 11” FFG-150NA-600 FFG-150A-600 FFG-150T-600
7" 7-5/8” 12-1/2” FFG-150NA-700 FFG-150A-700 FFG-150T-700
8” 8-5/8” 13-1/2” FFG-150NA-800 FFG-150A-800 FFG-150T-800
9” 9-5/8” 15” FFG-150NA-900 FFG-150A-900 FFG-150T-900
10” 10-3/4” 16” FFG-150NA-1000 FFG-150A-1000 FFG-150T-1000
12” 12-3/4” 19” FFG-150NA-1200 FFG-150A-1200 FFG-150T-1200
147 147 217 FFG-150NA-1400 FFG-150A-1400 FFG-150T-1400
16” 16” 23-1/2” FFG-150NA-1600 FFG-150A-1600 FFG-150T-1600
18” 18” 25” FFG-150NA-1800 FFG-150A-1800 FFG-150T-1800
20” 20” 27-1/2” FFG-150NA-2000 FFG-150A-2000 FFG-150T-2000
22” 22” 29-1/2” FFG-150NA-2200 FFG-150A-2200 FFG-150T-2200
24” 24” 32” FFG-150NA-2400 FFG-150A-2400 FFG-150T-2400
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