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Part Number Nominal Pipe I.D. Pipe O.D. Clamp Width Weight Lbs./Ea.
110-0084-03 1/2” .84” 3” .6
110-0084-06 1/2” .84” 6” 1.2
110-0105-03 3/4” 1.05” 3” .6
110-0105-06 3/4” 1.05” 6” 1.2
110-0132-03 1” 1.32” 3” .6
110-0132-06 1” 1.32” 6” 1.4
110-0166-03 1-1/4” 1.66” 3” .7
110-0166-06 1-1/4” 1.66” 6” 1.4
110-0190-03 1-1/2” 1.90” 3” 1.1
110-0190-06 1-1/2” 1.90” 6” 2.2
110-0238-03 2” 2.38” 3” 1.1
110-0238-06 2” 2.38” 6” 2.3
110-0238-09 2” 2.38” 9” 3.4
110-0238-12 2” 2.38” 12” 4.5
110-0288-03 2-1/2” 2.88” 3” 1.2
110-0288-06 2-1/2” 2.88” 6” 2.4
110-0288-09 2-1/2” 2.88” 9” 3.6
110-0288-12 2-1/2” 2.88” 12” 4.8
110-0350-03 3” 3.50” 3” 1.6
110-0350-06 3” 3.50” 6” 3.2
110-0350-09 3” 3.50” 9” 4.8
110-0350-12 3” 3.50” 12” 6.4
110-0450-03 4” 4.50” 3” 1.6
110-0450-06 4” 4.50” 6” 3.2
110-0450-09 4” 4.50” 9” 4.8
110-0450-12 4” 4.50” 12” 6.4
110-0556-03 5” 5.56” 3” 1.7
110-0556-06 5” 5.56” 6” 3.4
110-0556-09 5” 5.56” 9” 5.1
110-0556-12 5” 5.56” 12” 6.8
110-0663-03 6” 6.63” 3” 1.9
110-0663-06 6” 6.63” 6” 3.8
110-0663-09 6” 6.63” 9” 5.7
110-0663-12 6” 6.63” 12” 7.6
110-0863-03 8” 8.63” 3” 2.2
110-0863-06 8” 8.63” 6” 4.4
110-0863-09 8” 8.63” 9” 6.6
110-0863-12 8” 8.63” 12” 8.8

No.  110 - PIPE PATCH CLAMPS

Patch clamps are fast economical repair clamps to permanently repair pin holes, punctures or splits in steel 
pipe.  These inexpensive clamps are used for plumbing, industrial, water, gas, oil, and irrigation.

How To Order or Request For Quotation:
	 1.  Determine clamp size and width required.
	 2.  Order by clamp number and quantity.
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